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How to operate the Digital Scanner / Kurzanleitung fur Digital Scanner 


[1]Turn on the [2]Read the bar codes. 3} Transmit the 
Digital Scanner. data to the VTR. 
Digital Scanner Ablesen des Bar Codes. Ubertragen der Programmierdaten 
einschalten. in den Videorecorder. 


HW With the transmission, the 
VTR will automatically be 
put into the timer recording 
standby condition (the 
Timer Rec. Switch is set to 
“ON”). 

Nach Ubermittlung der 

| Daten schaltet der Videore- 

UBERTRAGEN corder automatisch in die 
Stellung “Timer Rec on”. 


Lt 


-—(Recommendation) Follow the steps ) and ©) to read the bar codes in the 
To save battery power | following order: 


etal hice heheh ie P s D % For the setting of the clock in the VTR, perform the 


ing the Digital Scanner, : 
2 : In order to cancel VPS function, read | VPS OFF | bar above operating steps. 


be sure to turn it off by ie bot 3 

F code before [3]. 

pressing the Scanner Fir die Einstellung der Uhrzeit im Recorder, die 
On/Off Switch. Die Schritte @) und ©) in der folgenden Reihenfolge — obigen Bedienungsschritte durchfihren. 


durchfthren: 


Hinweis : Um Strom zu [PROGR.-PLATZ]>[TAG]>[STARTZEIT|>[STOPPZEIT 


sparen, wenn der Strich- Um die VPS-F - . E 
m die VPS-Funktionen zu léschen, vor dem Schritt|3) ga ror more details, refer to the operating instructions 


code-Leser nicht benutzt den Bar Code “VPS OFF” ei 
wird, ist dieser durch 2M Bar Code einlesen. of the Digital Scanner or the VTR. 


Driicken des Schalters 
“SCANNER ON/OFF” 
auszuschalten. 


Weitere Einzelheiten sind der Bedienungsan- 
leitung Digital Scanner zu entnehmen. 


PRINTED IN JAPAN (3) PROGRAMMING SHEET VQC1315© 


